Product: LEDNA-Candelabra

Applications
Office Lighting
Commercial Lighting
Residential and Hospitality Lighting

Features
No UV or IR light radiation
Candle flame effect
E12 screw base
100 – 240 VAC power input
Operation temperature: -20°C - +40°C
Long lifetime: 25000 hours (L70)
Optional Triac dimming function

Listing
U.L. Listed to U.S. and Canadian safety standards.
IP65 Rated

Product Dimensions

Notes: 1. Dimensions are in millimeters
2. Tolerances unless otherwise mentioned ±0.5mm

1020 Commerce Park Drive, Ste. A, Oak Ridge, Tennessee • USA
T: 865-481-3600 • www.led-na.com • awilhelm@led-na.com
**Supported Dimmer List**

<table>
<thead>
<tr>
<th>Manufacturer</th>
<th>Model</th>
<th>Volt/Freq (V/Hz)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Lutron</td>
<td>S-600</td>
<td>120/60</td>
</tr>
<tr>
<td>Lutron</td>
<td>DV-600P</td>
<td>120/60</td>
</tr>
<tr>
<td>Lutron</td>
<td>S-600FEH</td>
<td>120/60</td>
</tr>
<tr>
<td>Lutron</td>
<td>GL-600P</td>
<td>120/60</td>
</tr>
</tbody>
</table>

**Disclaimer**

1. Information on this data sheet is provided “AS-IS” without warranty of fitness for a particular purpose or noninfringement.
2. LED North America reserves the right to change specification information without further notice to improve reliability, function or design.
3. When using this product, please observe operating environmental conditions noted. LED North America assumes no responsibility for products damaged from abuse or use outside recommended or intended application.